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Figure 160.072–3. If the flag is a square, 
the axis may be parallel to any side.

FIGURE 160.072–3
(iii) The disc and square shall be sep-

arated by a distance of 1⁄6 the length of 
the longest side of the flag or 15 cm (6 
inches), whichever is greater. 

(4) Be capable of passing the acceler-
ated weathering test of § 160.072–5; 

(5) Have reinforced corners, each with 
a grommet; and, 

(6) Be packaged with 4 pieces of line, 
with a tensile strength of at least 225 N 
(Newtons) (50 lbs) no less than 30 cm (12 
inches) long, capable of passing 
through the grommets freely. 

(b) [Reserved]

§ 160.072–5 Accelerated weathering 
test. 

(a) Condition the flag, folded to 1⁄16th 
its size or as packaged, whichever is 
smaller, by submersion in 5% by 
weight sodium chloride solution for 2 
hours followed immediately by storage 
at 95% (±5) related humidity and 40 °C 
(±3°) (100 °F ±5°) for at least 15 days. 

(b) Unfold and suspend flag by the 
lines provided, secured through each 
grommet. 

(c) Subject the flag to alternate 3 
minute cycles of 5% by weight sodium 
chloride solution at 55 degrees (±5°) C 
and air blasts of 40 knots at 55 degrees 
(±5°) C, perpendicular to and over the 
entire surface of one side of the flag, 
without interruption for a period of not 
less than 24 hours. 

(d) The flag fails the accelerated 
weathering test if 

(1) After conditioning, the flag can-
not be unfolded without damage, 

(2) There is any tearing, 
(3) The flag does not retain its bright 

red/orange color, 
(4) The disc and square images no 

longer meet the requirements of 
§ 160.072–3(a)(3) or, 

(5) There is any visible rot over more 
than 3% of the flag’s surface.

§ 160.072–7 Manufacturer certification 
and labeling. 

(a) Each distress flag intended as a 
Day Visual Distress Signal required by 
33 CFR Part 175 must be certified by 
the manufacturer as complying with 
the requirements of this subpart. 

(b) Each distress flag must be legibly 
and indelibly marked with: 

(1) The manufacturer’s name; and 
(2) The following words— 
‘‘Day Visual Distress Signal for 

Boats. Complies with U.S. Coast Guard 
Requirements in 46 CFR 160.072. For 
Emergency Use Only’’.

§ 160.072–09 Manufacturer notification. 

(a) Each manufacturer certifying 
flags in accordance with the specifica-
tions of this subpart must send written 
notice to the Commandant (G–MSE), 
U.S. Coast Guard, Washington, DC 
20591— 

(1) Within 30 days after first certi-
fying a flag, 

(2) Every five years as long as the 
manufacturer continues to produce 
flags, and 

(3) Each time the design or construc-
tion material of the flag changes. 

(b) [Reserved] 

[CGD 76–183a, 44 FR 73054, Dec. 17, 1979, as 
amended by CGD 88–070, 53 FR 34536, Sept. 7, 
1988; CGD 95–072, 60 FR 50467, Sept. 29, 1995; 
CGD 95–072, 60 FR 50467, Sept. 29, 1995; CGD 
96–041, 61 FR 50733, Sept. 27, 1996]

Subpart 160.073—Float-Free Link 
or Life Floats and Buoyant Ap-
paratus

SOURCE: CGD 79–167, 47 FR 41378, Sept. 20, 
1982, unless otherwise noted.
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